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(SCALE 1:20)

ENSURE UNIT SITS LEVEL
ON RAG BOLTS AND USE
NON-SHRINK GROUT
UNDER FOOT PLATE TO
FILL GAP.

SINGLE-SIDED VERSION OF
NOTICE BOARD SHOWN.

FOR DOUBLE-SIDED VERSION,
ALL FEATURES MUST BE
DUPLICATED ON THE
REVERSE SIDE.  REFER TO
SHEET 2 FOR DETAILS.

M12 WASHER (304 S.S.) (8 PLACES)

ENSURE 11 TO 15mm EXPOSED THREAD
ABOVE WASHERS FOR USE WITH DOME
NUTS.

2 LAYERS SL82 MESH 50mm MINIMUM TOP
BOTTOM AND SIDE COVER.

M12 DOME NUT (304 S.S) (8 PLACES)
-RECOMMENDED ASSEMBLY TORQUE FOR
M12 DOME NUT = 30N.M (REF AS1111
PROPERTY CLASS 4.6 OR EQUIVALENT,
COMMERCIAL LOW TENSILE BOLTS).

IN LOCATIONS WITH SLOPING GROUND,
MAIN STRUCTURE CAN BE ORDERED WITH
VARIED LENGTH LEGS.

MAGNETS ATTACHED TO INTERNAL
SURFACE OF RIGHT-HAND DOOR MUST
ALWAYS BE POSITIVE TO CORRECTLY
ATTRACT POTTED MAGNETS ON THE MAIN
STRUCTURE.

4.5MM ALLEN KEY REQUIRED FOR
ADJUSTING HINGE TENSION.

NO TENSION ON LOWER HINGE. TWO
NOTCHES OF INWARD (CLOSING) TENSION
ON TOP HINGE.

HINGE TENSION SET PIN.
LOCTITE APPLIED TO

LOCKING PIN TO ENSURE
SUFFICIENT

TAMPER-PROOFING

2x Ø10 316 S.S
LIGATURES
WELDED TO M12
RAG BOLT CAGE.

N25 CONCRETE SLAB

PAVEMENT

4/M12 316 S.S CAST IN RAG
BOLT. MINIMUM 200mm
EMBEDMENT CAGE IN TO
CONCRETE. 12mm THICK
BASEPLATE.

DETAIL A
SCALE 1 : 5

A

MAGNETS ATTACHED
TO INTERNAL
SURFACE OF

RIGHT-HAND DOOR
MUST ALWAYS BE

POSITIVE TO
CORRECTLY

ATTRACT POTTED
MAGNETS ON THE
MAIN STRUCTURE.

NOTES
1. GENERAL SAFETY, HAZARD RISKS AND RELEVANT BRISBANE

CITY COUNCIL STREETSCAPE STANDARDS AND GUIDELINES
SHOULD INFORM INSTALLATION LOCATIONS AND
ORIENTATION.

2. EXAMPLE INSTALLATION HAS BEEN SHOWN.  SURFACES MAY
VARY FOR EACH INSTALLATION. RETAIN SPECIFIED FOOTING
SIZE AND ADJUST TOP SURFACE CONDITION TO SUIT
INTALLATION LOCATION.

3. ENSURE LOCTITE (OR EQUIVALENT THREAD LOCKER) IS ON
ALL THREADS PRIOR TO ASSEMBLING NUTS.

4. DRAWING TO AS1100 DRAWING STANDARDS.
5. 316 S.S FASTENERS TO BE USED FOR COASTAL

INSTALLATIONS OR ANY ENVIRONMENT WITH HIGH
CORROSION.

6. REGION B, TERRAIN CATEGORY 3, WIND CLASSIFICATION N2.
7. SLAB TO BE FOUNDED IN FIRM NATURAL MATERIAL >50kPa

REFER TO NOTES 6 & 7.
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